


A Pl 61 Standoff Insulator

Wire fix standoffs, simply ties to fence wire
to electrify existing fence. 9" (230mm)
reach from fence, 11" (280mm) tail for tying.

Pl 61 550 200

Pl 90 Standoff Insulator
(not illustrated)

Double pigtail standoff for wooden posts.
Easy staple fix to post tops. Manufactured
from galvanised 6.3mm HT wire for
greater strength. 16" (406mm) reach from
fence, 32" (813mm) total length.

P1 90 550 360

B Side Fixing Pigtail
Standoff Insulator

For wooden posts. Easy staple fixing to
side of post. Manufactured from galvanised
6.3 mm HT wire for greater strength.

P1 92 6" (152mm) reach from fence.
550 362

Pl 94 16" (406mm) reach 550 364
Pl 95 10Y%" (267mm) reach 550 366

C PI 72 Steel Post Insulator

Steel post pinlock insulator for Kiwitah posts.
Pl 72 550 302

D Tape & Rope Insulators

1 Tape Clamp Insulator
c/w metal plate
Cl 57 550 355

2 Tape Clamp Insulator

w/0 metal plate

Cl 58 550 315
3 Rope Insulator Pack 25.

Cl 23 550 356
4 Tape Insulator 40 mm Pack 25.

Cl 22 550 358
5 Tape and Rope Insulator Pack 25.

Cl 10B 550 348

E Tape & Rope Joiners

1 Stainless Steel Rope Joiner

CA 58 550 423
2 Metal Tape Joiner

CA 55 550 425
3 Start and End Piece

CA 57 550 424
4 Joint Clamp

PA 47 550 426
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A Posts

1 Pigtail posts with extra long top
insulator for ease of handling.
Manufactured from 6.3mm galvanised
HT steel for extra strength and life.
Positions for two extra Pl 87 or Pl 88
insulators. Post has strong replaceable
plastic foot.

PA 41P 960mm (ot illustrated)
PA 41PL 1100mm

550 508
550 510

2 Plastic treadin post manufactured from
white high density polythene for extra
strength and durability. Takes polywire
and tape up to 1%2"' (38mm). Tread in
directly over steel spike.

PA 80 1100mm 550 520

3 Nevabreak post manufactured from
6.3mm galvanised HT steel for extra
strength and life. Posts have adjustable
pinlock insulators and strong
replaceable plastic foot.

PA 81PXL 1700mm 550 512

4 Cox white plastic treadin post, strong
and durable. Unique wire holder at foot
of post can be used as an earth return.
Suitable for all types of wire and tape
up to 40mm.

CR 4 1050mm 550 514

5 Cox white horse posts. Same features
as CR 4.

CR 4-L 1500mm 550 516

Metal corner/end post c/w
3 insulators. For reel systems.

CR 4C (not illustrated) 550 518

B Cut Out Switch

Stainless steel contacts. Easy to see ON
and OFF positions.

PA40-R 550 418
Economy Cut Out Switch

(not illustrated)

Simple design for positive switching with
long life stainless steel contacts.

PA 39 550 414

Warning Sign (not illustrated)

Bright yellow plastic, hangs on wire fence
or nails to post.

PA7C 550 602

C Enduroreel

3:1 gear ratio for smooth operation. Drag
brake prevents overrun and reduces
tangling. Ratchet lock prevents accidental
dispensing. Reels easily removed for quick
replacement. Longer crank handle ensures
easier winding. Twin hooks for hanging reel
on fence. Reel capacity 500m (Hot Wire),
200m (Hot Tape).

PR 4G 550 400

D Standard Economy Reel

Multireel System

With direct drive. Lightweight for easy
handling. Drag brake prevents run-on.
Ratchet lock to prevent accidental
dispensing. Twin hooks for hanging reel on
fence. Reel capacity 500m (Hot Wire),
200m (Hot Tape).

PR 4E 550 402

E COX Economy Reel

With direct drive. Lightweight, with ratchet
lock for unwanted dispensing of wire. Reel
capacity 100m (Hot Wire), 50m (Hot Tape).

CR1E 550 404

Multireel 500m System
comprises:

PR 8 Reel mounting post

3 x PR 9 Mounting brackets
3 x PR 4E Standard reels
50 x CR 4 Plastic posts

3 x PA 765 Polywire

1 x CR 4C End post.

Reel Mounting Post.

Strong and robust for long life, can
accommodate up to three reels.

Stake is supplied with securing chains
for secure positioning during use. Reels
bolt directly onto post, or attach with
PR 9 bracket.

PR 8 550 410

Reel Mounting Bracket

Bolts directly onto PR 8 to enable quick
attachment and removal of reel.

One bracket required per reel.

PR 9 550 412

550 616
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A Horse Fence Kit

PROTECT YOUR
TREASURED POSSESSION ~ ofmnes. o

- WITH PEL ELECTRIC (5o fomnenenees
FENCING. " forte smal energse

e 20 plastic posts 1m (CR 4)

® Protects from eating disorders by * 200 metres of tape
. . : : (PA 862/20)
controlling grass input. Strip grazing ,
. . . e 2D’ cell batteries
gives your horse a daily strip of clean, _ (for approx 5 weeks power)
fresh grass. e Earth stake (PA 41)

e Warning sign

® Stops horses being terrorised by « Easy to follow instructions

other horses. Make separate paddocks

s . Capable of being extended to 800 metres
within the field. b :

with additional tape.

® Stops horses from damaging themselves against fences. 550 610
* Protects fences from being chewed, pushed and Horse Fence Kit XL (not ilustrated)
rubbed against. Identical to Horse Fence Kit, except taller

. oo . (1.5m) plastic posts to raise the height of
® Gives flexibility to change the size of paddocks and walkways  the fence. For larger horses, and to deter

within minutes. attempts to jump the fence.
550 612

B Electric Netting

Keeps predators out and animals in!
Provides an effective deterrent against
predators.

50 metres of netting, complete with
integral posts.

Poultry Netting : 15 post x 50m
Sheep Netting : 14 post x 50m

Poultry Netting 15 post x 50m 550 144
Sheep Netting 14 post x 50m 550 146
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A Lightning Protector Kit

Lightning protector kit helps protect the
energiser from lightning strike to the fence.

PA 68 550 578
B Battery Tester

For 12v batteries. Colour coded 4 lamp
indicators show battery condition.
PB 12 550 650

C Digital Voltmeter

Measures up to 10,000v. Integral earth
probe. Rugged and compact, proven
reliability. Complete with carrying case.

PV 18 550 652

D Fence Tester

Economical neon 5 lamp tester.
Lights indicate excellent to poor.
PV5

E Insulated Cable

550 654

Superior quality, tough, damage resistant
polythene coating. Coating guaranteed for 10
years - even in the ground.

Pl 35 - R50 1.6mm x 50m reel 550 152
Pl 36 - R25 2.5mm x 25m reel 550 158
Pl 36 - R50 2.5mm x 50m reel 550 164
Pl 36 - C50 2.5mm x 50m coil 550 160
PI 36 - C100 2.5mm x 100m coil 550 162

Pl 36 - DC100 double insulated
100 m coil. (iustrated)

F Fence Light

550 166

Hung from the fence will flash to indicate
the fence is working.
PA 35 550 570
G Insulated Spring Clip
Strainer

Strong steel and aluminium construction
for greater strength.
PA 8 - INS 550 436

H Spring Clip Strainer

Strong steel and aluminium construction

for greater strength. Can be used as in line
or end strainer.
PA 8 550 440

I Joint Clamp

No tools required, simple hand tighten
wing nut. Multi wire fitting, up to 4 strands
of 4mm (8g) wire.

PA 47 550 426

J In Line Fence Strainer

In line fence strainer, easy adjustment with
a PA 6 tightening handle or an adjustable

spanner.

PA 5-8 550 435
Handle for PA 5 in line strainer.

PA 6 550 432

o

K Fence Alert

M Single Jumper Lead

A visual aid to check when fence is
working. A flashing light indicates low or
intermittent voltage.

PA 36 550 660

Earth Stakes (not illustrated)

Two strong plastic fence clips with 1.2m
lead. Use to connect temporary fence line
to a wire fence, or two hot wires in parallel.
PA 30 550 560

N Triple Jumper Lead

Galvanised earth stake for PEL 5 & PEL
101B.
PA 41

Galvanised earth stake 1.5m.
PA 42

550 530
550 532

L Stake Clamp

Galvanised earth stake clamp.

PA 44 550 534

Four strong plastic fence clips with 1.6m
lead. Use to connect temporary three reel
fence line to a wire fence, or up to four hot
wires in parallel.

PA 31 550 562

O Tracker

A useful tool for effective fault finding on
an electric fence and also displays electric
fence voltage.

PV 100 550 658

Cox Sales and Customer Services: 0845 600 80 81




